LANDSCAPE BRASS UP-LIGHT BULLET LIGHT FIXTURE

Fixture Properties

Description

e Provides instant curb appeal

e Brass build for the best value and longevity
e Designed to last even in harsh environments
e MR16 bulb for quick and easy lamping and
replacement

e Architectural grade quality

e Fixture design prevents water infiltration

e Endless landscape and garden applications
e Produces no harmful UV or IR lighting if
used with a quality LED MR16 bulb

e O-ring gaskets provide protection against
water intrusion.

e Includes ABS mounting stake

Order Code

Length (Shroud tip to knuckle) 8-1/2"
Length (Shroud tip to knuckle bent 90°) 7-1/8"
Diameter 2-1/2"
Material Cast Brass
Knuckle Adjustability 0°-90°

IP Rating IP43
Electrical Properties

Input Voltage 12V AC
Bulb/Lamp Type MR16 GU5.3
Bulb/Lamp Wattage 35 Watts Max
Wattage per Reel 49.2 Watts
Lead Wire Gauge 18AWG
Lead Wire Length 36”

Specifications are subject to change without notice.
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Notes

e Only use in outdoor ventilated areas.

e Only use this fixture with UL/ETL listed out-
door landscape transformer.

e Only for use with low voltage landscape
transformer rated for 12VAC.

e Do not install in areas prone to flooding.

e Not for underwater use.

e Must use silicone wire nuts or equivalent
water proof connection to avoid moisture
from entering fixture.

e Avoid voltage drop by using proper outdoor
wire gauge and

e This product and all its associated
components (including transformer) must be
installed by a licensed electrician in
accordance with all applicable electrical and
building codes in your area.

* Please contact for availability
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